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COLOURED SELF ADHESIVE VINYL

Our Lilac Self Adhesive Vinyl is suitable for flat and slightly curved surfaces. Our vinyl can withstand temperatures up to
75 degrees Celsius. The vinyl is durable, water-resistant and built to withstand light. The adhesive used is water-based,
ensuring a clean application without any sticky residue left behind. The vinyl can be easily cut to size with scissors or a
craft knife. The backing is a 140 micron kraft liner, making it suitable for CAD cutters and craft cutters. The sticky back

plastic, peel and stick film is completely removable but nor reusable.

Intermediate calendered PVC
70 micron nominal

Face Film
Gauge

Type Permanent solvent-free acrylic
Adhesion to glass 20 mins 10N/25mm nominal (Gloss)
8N/25mm nominal (Matt)
20N/25mm nominal (Gloss)
16N/25mm nominal (Matt)
Medium (Gloss)

Low to medium (Matt)
Medium to high (Gloss)
Medium (Matt)

Application temperature +10°C to +50°C

Service temperature -20°C to +100°C

Release Liner

Adhesion to glass 24 hour
Perceived Tack

Shear Strength

Finishes Available 42 Gloss and 31 Matt

Durability

Shelf Life 1 years. (10-20°C and 50% R.H).
External weathering 5 years for black and white, 4 years for
colours and 3 years for metallic ; in
vertical exposure under northern
European conditions.

Class B - BS EN 13501-1:2018
Resistant to mineral oils, fats and
fuels, aliphatic solvents, mild acids, salt
and alkali for e.g. diesel oil, gasoline,
paraffin, hydraulic oil, antifreeze, soap
suds etc.

REACH & RoHS compliant

Fire Rating
Chemical Resistance

Regulations

Print Metamark 4 Series in Grey print
Weight 140 gsm nominal

Type Kraft

Application

- idealfor use on internal applications.
«  Suitable for plotter use, also for contour and vinyl lettering.
- Suitable for dry application.
« Apply unstressed, in particular to curves. It is not
suitable for application over rivets or complex recesses.

Some Yellows and Tangerine are not suitable for use on darker
Substrates due to low opacity.
Not recommended for use on low energy surfaces such as

polypropylene.
The user should determine suitability of substrate.
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